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Operating Manual for FSHK- Ex 200/ 300/ 500 T3/T4

e General
The electrical heating elements

¢ Technical Data
FSHK-Ex 200 T3/T4

FSHK-Ex 200/300/500 T3/T4 are electrical equipment

designed for hazardous areas designated to directive 94/9/EG. Rated Voltage 1 115/250 V AC
They are intended for heating switch cabinets in hazardous Max. Rated Current 1,910 A
areas. Rated Power 1 200W

Junction Line
Dimensions (L x W x H)

: HO5S8S-F EWKF 5x1,0 mm?

Certificate of conformity number is: 1200 x 178 x 90 mm

Weight :3,1kg
PTB 02 ATEX 2041 X Ambience Temperature :-50°C - +80°C
Protection Class 1 IP68
Marked according to directive 94/9/EG: EMC :(€ 0102
Emitted Interference : EN 55014-1
@ Interference Resistance : EN 55014-2
H2GExmblIC T4 bzw. T3
@ 12D ExtD A211P68 T130°C bzw. T195°C FSHK-Ex 300 T3/T4
Rated Voltage 1 115/250 V AC
¢ Delivery Conditions Max. Rated Current 12,8M15A
Heating element, operating manual, mounting straps, screws Rated Power 1 300W

: HO5SS-F EWKF 5x1,0 mm?
:200x 178 x 90 mm

Junction Line
Dimensions (L x W x H)

and nuts (loose enclosed).
Please contact the Schramm GmbH agent in case of a missing

or damaged part, any arising technical question or required Weight :3,1kg

repairs regarding these products. We accept no responsibility Ambience Temperature :-50°C - +80°C

for damage caused through inappropriate handling or by failing Protection Class : IP68

to follow the operating instructions. EMC :C€ 0102
Emitted Interference : EN 55014-1

o Safety Instructions Interference Resistance : EN 55014-2

References marked in this way ¢ ensure avoidance of danger

and protect personal health and life (as well as avoiding FSHK-Ex 500 T3

damage to device or causing a malfunction.)

All installation must be carried out by an authorised and Rated Voltage : 115/250 V AC

trained person following the relevant instructions, Max. Rated Current 1 4,62,4 A
Rated Power 1500 W

standards and regulations. . HO5SS-F EWKF 5x1,0 mm?

1200 x 178 x 90 mm

Junction Line
Dimensions (L x W x H)

* Function Weight : 3,1 kg
The.electrlcal heatlng elements.FSHK-Ex 200/309/500 TQ/T4 Ambience Temperature  : -50°C - +80°C
are intended for heating protective boxes and switch cabinets. . :

; . ; . Protection Class : IP68

The devices are designed for operation with a connected EMC -C€ 0102
temperature switch. The temperature switch has to be . )

: : . Emitted Interference : EN 55014-1
mounted in the direct sphere of the heating element. In the . .

. X - Interference Resistance : EN 55014-2

case of overheating an internal, reset table, temperature limiter
will actuate and ensure the compliance with the maximum . .
permitted surface temperature. Reset the temperature limiter * Electrical Connection
by pressing the middle of the button with an edgeless item,
after eliminating the reason and cooling the heater. P R .

Maximum surface temperature:
FSHK-Ex 200/300 T4:
FSHK-Ex 200/300/500 T3:

130°C
185°C
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The heating element FSHK-Ex 200/300/500 T3/T4 \
is to connect to a Ex-e terminal box. }
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